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Underground
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Loadout

Processing

Reprocessing
Repoft 3umm.ry and stat$ for p€ndlng enforcem€nt actions, pemlt conditlons, Dlvirion Orde|8, and amendmenta:

Mjne sib access blocked by logging activity and snow on the access road. Whiskey Creek flow is not s€ctiment laden.
Loaoout slte gate F open. snow is melbd at the loadout site and pocks are holdinj water. The ground is wet and soft.
Loadout sediment pond is holding water.

7&.*
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REWEW OF PERMIT. PERFORMANCE STANDARDS -PERMIT CONDITION RESUIREMENTS

i. Subsfantiate the elements on ffris inspction by checking the apprcpiate pefformance standard.

a. For C1;r71pLETEinspectrbns prcvide nanative justification for any elements not fully inspected unless element ts nof

appropriate to the site, in which case cfieck Not Applicable-
b. For PARTTAL inspections check only the elements evaluated.

Z. Document any noncompliane situation by refercnce fhe NOVrssuedaf the apprcpriate performance sfandard listed below'

3. Refercnce aiy narativb.s wnffen in conjunction with this inspection atthe apprcpriate performace sfandard listed below.

4. provide a briif status reporf for all pending enforcement actions, permit conditions, DtVison Orders, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

I[trtr
2. Signs and Markers n n trtr
3. Topsoil TMM I

MtrE T4.a Hydrologic Balance: Diversions

4.b Hydrologic Balance: Sediment Ponds and lmpoundments TTT T
4.c Hydrologic Balance: Other Sediment Control Measures TTtrT
4.d Hydrologic Balance: Water Monitoring trTIu
4.e Hydrologic Balance: Effluent Limitations TTu T
5. Explosives utrn I

TTT n6. Disposal of Excess Spoil, Fills, Benches

7. Coal Mine Waste, Refuse Piles, lmpoundments T TItr
L NoncoalWaste trnn T
9. Protection of Fish, Wildlife and Related Environmental lssues M TMT
10. Slides and Other Damage Ttrtr I
1 1. Contemporaneous Reclamation ITT T
12. Backfilling And Grading nTTI
13. Revegetation trTIIT
14. Subsidence Control nltr n
15. Gessation of Operations lltrT u
16.a Roads: Construction, Maintenance, Surfacing TtrT tr
16.b Roads: Drainage Controls TTTT
17. OtherTransportation Facilities tr T TT
18. Support Facilities, Utility Installations T T TT
19, AVS Check T trTT

TTtr n20. Air Quality Permit

21. Bonding and Insurance TTI T
22. Other u trltl
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The east face of the topsoil stockpile is superficially covercd with gravels from
plowing the RR right of way. The pile is vrrell vegetated. Approximate pile dimensions
are 7 ft high X '15 ft. wide X 175 ft. long. Estimated volume is 340 cu yds.

4.a Hvdroloqic Balance: Diverslons

Culverts are shown on D$rg R645-301-527 Sheet 2. All culverts can pass water.
Two culverts at the site are rusted through or have been torn along their length and
now are collecting debris inside the culvert. One of these, culvert C-1442 carries a
steady flow beneath the RR tracks to Mud Creek and is a potential hazard.
Maintenance should be addressed by OGM and the RR. The second torn culvert G'4-
42 is fufther north and does not carry a constrant flow, but also passes underneath the
RR tracks to direct flow to the sediment pond. A partially clogged culvett?-7-24
passes undemeath the north RR access road.

9. Pro&ction of Fish. Waldlife and Relabd Envlronmentel l$uec

Whiskey Crcek confluence with Eccles is not noticeably different in color or turbidity
than Eccles Creek.


